1. WHEN SPUN-ON TYPE OF SEAL IS USED, SEALING EQUIPMENT LIMITS
Contour of shoulder of bottle as indicated by broken
lines. A minimum neck straight of 1.25 is maintained for roller
clearance as shown.

2. "I" DIMENSION IS MEASURED THROUGH FULL LENGTH OF FINISH.

3. THIS FINISH MAY BE SEALED ON EITHER TOP OR INSIDE OF FINISH
DEPENDING UPON PARTICULAR TYPE OF CLOSURE USED.

4. A. LINER LIP CONTOUR IS SUBJECT TO NORMAL MANUFACTURING VARIATIONS.

5. JS" MAX. ANGLE DOES NOT APPLY WHEN RADIUS BELOW "O" ARE TANGENT.

6. IT IS THE RESPONSIBILITY OF THE GLASS CONTAINER PURCHASER TO CONSULT
WITH ITS CLOSURE AND CONTAINER SUPPLIERS TO DETERMINE THE APPROPRIATE
PRESSURE LIMITS FOR THE COMBINATION OF THE CONTAINER, ITS FINISH, AND
THE CLOSURE CHOSEN. WHEN THE CONTAINER WILL BE SUBJECTED TO
PRESSURE OR USED FOR CONTENTS UNDER PRESSURE.

This material is protected by the Glass Packaging Institute.

GPI DIAG. NO. 27102

GLASS FINISH NUMBER 2710

BIOLOGICAL FINISH 27103

Edward A. Grant

COPYRIGHT © GPI 1995

PRINTED AND DISTRIBUTED BY GLASS PACKAGING INSTITUTE
COMMITTEE ON DESIGN AND SPECIFICATIONS

01-15-99